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RS- Sky
Rotary System

Dimensions

Overall Standard Height 2280 mm
Number of Leaves 3 or 4
Leaves Glazing Tempered 10 mm
Curved Sides Glazing Laminated Clear glass 8 mm
Ceiling Glazing Laminated Clear glass 12 mm
Standard Diameter 1800-4000 mm
Standard Free Passage 830-2750 mm
Shaft No
� Dimensions or Design Special
� Glazing Special

Free passage height Up to 4 meters

Automation GS-RD

Revolving Manual or Automatic
Control Unit Servodriver Brushless floor concealed
Transmission Gear Box
Acceleration Automatic
Control Display LCD 7 functions
Texts in Display LCD Multilanguage
Auto diagnostic Breakdowns, History, Next service
Rotation Normal Speed Adjustable depend on diameter
Breaks Speed Adjustable Type ABS
Permanent Rotation Speed Adjustable 0,5-4 r.p.m.
Disabled Speed Adjustable
� Control Display Extension 45-70 m
� Remote Control Through Modem

Eléctric Característics

Main Power Supply 220-240 V AC frequency 50/60 Hz
� Optional Main Power Supply 110-115 V AC frequency 50/60 Hz

Consume 225 W
Operation Temperature 5 ºC a 40 ºC
� Electrical Box Extension 45-70 m

Activation y Safety

Anti-obstacle Protection In door Leaves
Activation Sensor Infrared
Active Vertical Strips In Curved Sides
� Passive Vertical Strips In Curved Sides
� Bottom Horizontal Strips In Leaves
� Upper obstacle detection Sensor Infrared
� Tested Disabled Button Inner and Outer
� Tested Emergency Stop Button Inner and Outer
� Access Control Under Request

Equipment and Surface Finish

Standard Material Stainless Steel AISI 316 / AISI 304
Aluminium EN 10204 / Brass DIN 17660
Copper DIN 1787 / Bronze DIN 17662

Standard Surface Finish S/ASTM no 4 Matt / S/ASTM no 8 Brilliant Mirror
Powder Coated RAL K-7 210 Colours / Anodized

Push Handles Horizontal in Stainless Steel Brilliant Mirror 40mm ø
Mechanical Lock Inner or Outer Leaf
Tightness Brushes In Leaves
Operator Case Registrable 900x900x240 mm
� Mat Ring Stainless Steel
� Surface Finish Aged, Steel, Other surface finishes

Standards and Certifications

CE Mark Report SGS Nº 2107/0891-CER
ISO 9001:2000 Certificate ER-0674/2001
Electromagnetic Compatibility 2004/108/EEC
Machines Safety 98/37/EEC
Low Voltage 2006/95/EEC

� Opcional equipment

Technical Specifications

Standard dimensions

The RS-Sky Door of Grupsa is an access revolving door propo-
sal that due to its clear glass ceiling design allows oneself en-
joying the advantages of the best energy saving system
enabling at the same time the revolving cylinder to receive the na-
tural illumination. The RS-Sky is manufactured in a broad range
of superficial finishes of Grupsa. In comparison with the revolving
doors model RS-Krystal, the door RS-Sky can reach diameters
up to 4 m and great free special passage heights, so that it is
an option of interest for buildings which entrances have a heavy
duty access.

Reference Diameter Free passage No. leaves

RSS 1803 1800 830 3
RSS 1203 2000 930 3
RSS 1223 2200 1030 3
RSS 1243 2400 1130 3
RSS 1263 2600 1230 3
RSS 1283 2800 1330 3
RSS 1303 3000 1430 3
RSS 1323 3200 1530 3
RSS 1343 3400 1630 3
RSS 1363 3600 1730 3
RSS 1383 3800 1830 3
RSS 1403 4000 1930 3
RSS 1804 1800 1210 4
RSS 1204 2000 1350 4
RSS 1224 2200 1490 4
RSS 1244 2400 1630 4
RSS 1264 2600 1770 4
RSS 1284 2800 1910 4
RSS 1304 3000 2050 4
RSS 1324 3200 2190 4
RSS 1344 3400 2330 4
RSS 1364 3600 2470 4
RSS 1384 3800 2610 4
RSS 1404 4000 2750 4

Version Diameter Capacity
per minute:

Acces to:

Manual /
automátic 1800 - 2200 30 - 60Pedestrians

Manual /
automátic 2400 - 3000 60 - 90

Pedestrians
with luggage

Automátic 3200 - 4000 90 - 120
Handicapped
and trolleys

Traffic of people through a revolving door
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